
CABLE MANAGEMENT SOLUTIONS

ESCO Industries is an Australian based manufacturer of 
commercial and industrial equipment, floor boxes, skirting duct, 
electrical accessories, spacepoles, gnomes, cable duct and other 
cable management solutions.  
 
Whether it be a new 50 level commercial or apartment building,  
or a small office fit-out, Esco Industries, including our installation 
team, can provide a customised solution to meet your needs. 

F

Sold as a complete unit, switch panel & wall box, with white grids as standard (Black available on request).

- Price on request.

. Price for custom units on application.

Mechanisms not included - Pricing can be obtained from latest HPM price list.

Custom Models Available
Stainless Steel
 Switch panel

Stainless Steel 
Lockable Door

www.escoind.com.au
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The Esco Clearway “AOL” Series Aluminium 
Skirting Ducts are a 2 channel extruded 
aluminium skirting duct body with a Versiclad 
drop in cover. The duct has purpose made 
mounting kits to accommodate standard service 
outlets for power, data, and communications

AOL Series Profiles

AOL35-150 AOL50-150
Department of Energy Certification No: 6939

Telephone/Data cables enter outlet via 
cut and break out slots

Power cables in 
bottom channel 
enter outlet box 
directly

200mm

TYPE

AOL35-150

AOL40-150

AOL50-150

DEPTH

35mm

40mm

50mm

HEIGHT

150mm

150mm

150mm

LENGTH

2.4m

2.4m

2.4m

CABLE         
CHANNELS

2

2

2

AOL40-150
screw mount option available

AOL Series 
Aluminium Skirting Duct & Accessories

Standard Ducting Colours - other DULUX powdercoated options available at extra cost

   Black (BL)                    Natural Anodized (NA)	         Pearl White (PW) 	 	 Opal Gray (OG)

Ducting Solutions designed for modern needs 
Commercial Building Interiors and office spaces are innovative, stylish and very effectively designed. 
ESCO AOL Series skirting products are designed to compliment and enhance the fit-out with functionality 
and flexible future proof installation needs by simply distributing services effectively around any installation. 
 
Include standard features like dividers for segregated cable services for power, data/comms, security a/v and 
more or either a clip-in or screw on cover feature for integrity, colour options, finishes and accessories to 
make fit-off & mounting plus a neat & tidy installation all part of a typical job. 
 

Market Strength with Reliability 
ESCO is a recognised market leader in the design and manufacture of Cable Management  
and Cable Reticulation products for use in IT, Security, Medical, Communications, Audio Visual  
and Electrical Distribution industries.  

Be it a safe place to house, mount, protect or distribute your valuable assets including your  
Cable Management and Connections, Audio Visual Equipment, Telecommunications,  
Data or Server Information Technology and much more...  
 
Project Installation Service 
ESCO’s Installation team have over 15 years experience at installing as well  
as over 60 years of manufacturing and supplying your project requirements.  
If its a total solution you require, simply ask us to provide a quotation.  

Contact your local ESCO representative to discuss your project requirements directly  
for further information, product samples or specification details.
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Service outlets of all popular makes including HPM, Clipsal & PDL can be fixed directly to the open face 
of the body and may be butted end to end or spaced apart if required, while still maintaining full 
segregation between power & data circuits.

*  Outlets not included.
*  The full length cover provided can be cut to allow for the outlets to be mounted.
* Each pole comes complete with T-Bar Ceiling Mounting Kit, Ceiling Flange and Floor Mounting Kit.
*  The poles can be used horizontally as a bench or skirting duct.
*  Poles longer than 3.3m may need additional support.
*  Can be supplied with divider only or as an empty pole. 
* All poles are 80mm wide x 45mm deep.

NOTES: * Each Spacepole comes with a T-Bar Ceiling Mounting Kit, Ceiling Flange and Floor Mounting Kit.
 These part numbers are for additional or spare parts.
 ** To mount 2 poles back to back you will require 1x ESPCCF2 and 1x ESPCCK2. Each pole

is already fitted with a floor mounting bracket so you will not need additional brackets. 

Catalog Number. Description

ESPC28-OG
ESPC28-OW
ESPC28-BL
ESPC28-NA
ESPC33-OG
ESPC33-OW
ESPC33-BL
ESPC33-NA
ESPC40-OG
ESPC40-OW
ESPC45-OG
ESPC45-OW

2.8 Metre length of Spacepole - Opal Grey
2.8 Metre length of Spacepole - Off White
2.8 Metre length of Spacepole - Black
2.8 Metre length of Spacepole - Natural Anodised
3.3 Metre length of Spacepole - Opal Grey
3.3 Metre length of Spacepole - Off White
3.3 Metre length of Spacepole - Black
3.3 Metre length of Spacepole - Natural Anodised
4.0 Metre length of Spacepole - Opal Grey
4.0 Metre length of Spacepole - Off White
4.5 Metre length of Spacepole - Opal Grey
4.5 Metre length of Spacepole - Off White

SPACEPOLE SERVICE COLUMN

T-Bar Kit

Floor Mounting
Kit

SPACEPOLE SERVICE COLUMN ACCESSORIES

Catalog Number

AOL45-80SE-OG
AOL45-80SE-OW
AOL45-80SE-NA
AOL45-80SE-BL
Z15A921
ESPCCF
ESPCCF2
ESPCCK
ESPCCK2
ESPCFB
AOL45-80JP
ESPCMB

Blank End suits Spacepole or AOL45-80 Duct - Opal Grey
Blank End suits Spacepole or AOL45-80 Duct - Off White
Blank End suits Spacepole or AOL45-80 Duct - Natural Anodised
Blank End suits Spacepole or AOL45-80 Duct - Black
600mm Segregation Divider, suits Spacepole or AOL45-80 duct
Spare Ceiling Flange White *
Double Ceiling Flange White for back to back mounting
Spare Ceiling Mounting Kit *
Double Ceiling Mounting Kit for back to back mounting
Spare Floor Bracket *
Joiner Plates suit Spacepole or AOL45-80 Duct 
Outlet Mounitng Box suits Spacepole or AOL45-80 Duct

Description

Unit 37 Slough Business Park
Silverwater, NSW, 2128
Tel:  (02) 8799 3700
Fax: (02) 8799 3710
www.escoind.com.au

June 2007
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Description

Unit 37 Slough Business Park
Silverwater, NSW, 2128
Tel:  (02) 8799 3700
Fax: (02) 8799 3710
www.escoind.com.au

June 2007

   Cableway Ducting	     Spacepole	Service Columns         Floorway Outlets	             Switchway Panels

HEAD OFFICE  
89 Egerton Street 
(Cnr Fariola & Egerton)  
Silverwater, NSW 2128, Australia 
T: 1300 879 363  
F: 1300 879 364  
customer.service@escoindustries.com.au 

www.escoindustries.com.au  
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MODEMPAK NZ 
30 Fairfax Ave, Penrose,  
Auckland 1642, New Zealand 
D: +64 9 526 1880  Freecall: 0800 663 367  
F: +64 9 580 0606  

customer.service@modempak.co.nz 

www.modempak.co.nz

THE ESCO GROUP OF COMPANIES

mailto:customer.service@escoindustries.com.au
mailto:customer.service@modempak.co.nz
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AOL Series 
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AOL35-150        	 	          AOL50-150	                        AOL45-80 
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Aluminium Skirting Ducting                                                                                 Clearway Series                  designed for simple, yet effective cable management.. 

Manufactured in Australia by:

Z03G036

Duct Body
Duct Body

Angle Joiner
“Clip-On” Mounting

1)

2)

3)

“Clip-On” Mounting
Bracket

Bracket “Clip-In” Mounting
Bracket

Stop
End

External

Internal

Corner

Corner

Fixing

Fixing

Fixing

Screw

Screw

Screw

Clip the mounting bracket, supplied, into the
centre channel of the duct.
Screw the stop end into place. Refer to Figure 7.
To remove the bracket, simply squeeze the
bracket together and pull.

1)

2)
3)

Stop Ends

Figure 7.
Stop End 
Assembly

Figure 6.
External Corner

 Assembly
Figure 5.

Internal Corner 
Assembly

External Corners

Unit37 Slough Business Park
Silverwater
NSW 2128
Tel: (02) 8799-3700
Fax: (02) 8799-3710

i n d u s t r i e s

Angle Joiner

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket, supplied, onto the centre
channel of the duct.
Screw the external corner into place. Refer to Figure 6.

Duct Body

Internal Corners
1)

2)

3)

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket supplied onto the 
centre channel of the duct.
Screw the internal corner into place. Refer 
Figure 5.

Service Outlet 
Mounting kit

Universal
Stop End

Internal Corner 
Kit

External Corner 
Kit

w
w

w
.escoind.com

.au
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Clip the mounting bracket, supplied, into the
centre channel of the duct.
Screw the stop end into place. Refer to Figure 7.
To remove the bracket, simply squeeze the
bracket together and pull.
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Figure 7.
Stop End 
Assembly
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Assembly

External Corners
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Angle Joiner

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket, supplied, onto the centre
channel of the duct.
Screw the external corner into place. Refer to Figure 6.

Duct Body

Internal Corners
1)

2)

3)

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket supplied onto the 
centre channel of the duct.
Screw the internal corner into place. Refer 
Figure 5.

Service Outlet 
Mounting kit

Universal
Stop End

Internal Corner 
Kit

External Corner 
Kit

w
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Available in Standard Duct Lengths (2.4m) Cover Lengths (1.2m) standard colours 
Natural Anodized (NA), Black (BL), Opal Grey (OG) or Pearl White (PW) 
ESCO Industries range of AOL wall mounted skirting ducts are a 2 channel extruded aluminium construction with a Versiclad 
drop in cover. (clip-in on bench duct)  The duct has purpose made mounting kits to accommodate standard surface mounted 
outlets (any brand) for power, data & communications or audio visual equipment.  
 
Clearway AOL allows for ease of use, simple future configuration or movement of cables for reticulation as a service duct or 
dress trim for interior walls, floors or desks. 

Non Standard Colours - DULUX Powdercoated Finishes - available on request (at extra cost) or a minimum quantity applies

Manufactured in Australia by:

Z03G036
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Angle Joiner

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket, supplied, onto the centre
channel of the duct.
Screw the external corner into place. Refer to Figure 6.

Duct Body

Internal Corners
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2)

3)

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket supplied onto the 
centre channel of the duct.
Screw the internal corner into place. Refer 
Figure 5.
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Angle Joiner

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket, supplied, onto the centre
channel of the duct.
Screw the external corner into place. Refer to Figure 6.
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Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket supplied onto the 
centre channel of the duct.
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Figure 5.
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Internal Corner Kit External Corner Kit

Duct  
Body

Internal  
Corner

External  
CornerAccessory Kit 

GPO/Data 
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End
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The duct body may be fixed to the wall by a variety of fixings,
which will be determined by the material used in the wall &
site conditions.
Essentially, the duct will be screwed by some means to the
wall, preferably in the top and bottom channels at an
approximate centre distance of 600mm.
Small grooves (guides) have been provided in the top and
bottom channels of the duct body to assist in drilling holes
for fixing. Refer to Figure 1.

Insert the fishplates half way into one end of the duct
to be joined.
Align the fishplates with the slots on the other duct and
push the two lengths of duct together.
Fishplates can be adjusted once assembled with a
screw driver and a soft faced mallet by tapping them
along the slot.
If you are installing one length of duct between two
lengths of duct previously fixed, press the fishplates
all the way into the slot of the duct body, insert the
length of duct and then tap the fishplates so they
enter the slot of the abutting duct body.

1)

2)

3)

4)

Duct body

Drill guides

Fish plates
(2 supplied for each 
length of duct)

AOL Duct Body

Figure 1.
Duct Fixing & Joining

“Drop-In” Boxes

Covers

Duct body

Data/comm
channel (ELV)

“Drop-in” box

“Drop-in” box

Break line

Segregation
barrier

LV channel

LV channel

Figure 2.
LV Configuration

Figure 3.
ELV Configuration

Determine the orientation of the “drop-in” mounting box
For LV access to the lower channel, the opening in the
box faces down. Refer Figure 2.
For ELV access to the upper channel, the opening in the
box faces up. A 100mm wide slot must be cut in the
segregation rib of the duct body. (Cut down to the break
line and “snap out” the section to be removed.) Refer 
Figure 3.
Position the galvanised backing plate so that the returned
leg slips over the leg of the data/comms duct divider leg.
Position the bottom of the bracket so that two bottom
toggled down legs slip behind the bottom leg of the duct 
body.

Insert the top edge of the cover under the lip at the top
of the duct body and swing the cover down over the
outlet to cover the backing plate.
Let the cover drop into the slot at the bottom of the duct
body.

Covers are cut and fitted as required.
Slide top of cover under the top lip of the duct body.
Push the cover up against the duct body and let it drop
down behind the bottom lip. This will hold the cover in
place.

1)

6)

7)

8)

9)

10)

2)

3)

4)

5)

Figure 4.
Equipment Mounting

1)
2)

Duct body

Data/comm
channel (ELV)

Essentially, all equipment is mounted the same way. The 
main difference being the orientation of the “drop-in” 
mounting box.
Proceed as follows:

100mm

Duct body

Galvanised Backing 
plate

Galvanised Backing 
plate

Position the galvanised backing plate where the 
service outlet is going. Refer Figure 4.
Drop the segregation box into position with the open
end facing down for power and up for the 
data/comms outlets.
Screw the outlet to the galvanised backing plate once 
the segregation box is in position. Refer Figure 4.

AOL CLEARWAY
DUCT SYSTEMS
GENERAL INSTALLATION GUIDE

Type AOL35-150 (35mm x 150mm)
Type AOL40-150 (40mm x 150mm)
Type AOL50-150 (50mm x 150mm)

i n d u s t r i e s

Galvanised
backing plate

Drop-in box

GPO

Cover
plate

  

Duct Stop End Kit

Skirting Duct 

   Part Number	    Description  	 	 	 	 	       Pack	   Length

i n d u s t r i e s
CLEARWAY

www.escoind.com.au

AOL Bench Series 
Aluminium Duct

33.00

57.00

AOL45- 80 A1-57
THESE PRODUCTS ARE MANUFACTURED IN AUSTRALIA BY ESCO
INDUSTRIES PTY. LTD. UNDER A QUALITY SYSTEM CERTIFIED AS
COMPLYING WITH ISO 9001  BY NATA CERTIFICATION SERVICES

Department of Energy Certification No: 6939

The Esco Clearway AOL Series Aluminium Bench Duct is a single channel extruded 
aluminium skirting duct body and clip in cover. The duct has purpose made mounting kits 
to accommodate standard service outlets for power, data, and communications  (HPM 
XL, Clipsal 2000, PDL 600 Series).  The duct can be fitted with a divider to allow for 
separation of services. 

The Esco Clearway A1 Series Aluminium Bench Duct is a single channel extruded aluminium 
skirting duct body and Versiclad drop in cover. The duct has a purpose made mounting kit 
to accommodate skirting GPO’s (HPM 792 and Clipsal 16/2MF).  

The A1 Series duct is manufactured to order and is not stocked.

The AOL and A1 Series duct is supplied in Black, Opal Grey (Light Grey), and a Natural Ano-
dised finish.  Special colours to suit customer’s requirement available upon request.

AOL45- 80

Accessory

Duct Body 2.8m

Duct Cover 2.8m

Duct Body 2.4m

Duct Cover 1.2m

Accessory Kits (Pwr, Data, 
Comm outlets) Single Channel

Accessory Kits (Pwr, Data,
 Comm outlets) Dual Channel

Internal Corners

External Corners

Divider (600mm long)

Stop Ends

Joiners

AOL45-80

AOL45-80D

AOL45-80C

n/a

AOL45-80C12
 
AOL45-80AK

ESPCMB
 
coming soon
 
coming soon

Z15A921

AOL45-80SE

AOL45-80JP

A1-57

n/a

n/a

A1-57D

A1-57C
 
A1-57P

n/a
 
A1-57IC

A1-57EC

n/a

A1-57LHS/RHS

Supplied with
duct body

TYPE

AOL45-80

A1-57

DEPTH

45mm

33mm

HEIGHT

80mm

57mm

LENGTH

2.8m

2.4m

CABLE         
CHANNELS

1

1
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AOL50-150SFD Duct Body (Screw Fixable) 2.4m Length      each 2.4m 
AOL150SFC Duct Cover (Screw Fixed Cover) 1.2m Length      each 1.2m
AOL150C Duct Cover 1.2m Length      each 1.2m
AOL50-150IC Internal Corner Kit - Cover, Mounting Plate & Angled Joiner      each 15mm 
AOL50-150EC External Corner Kit - Cover, Mounting Plate & Angled Joiner      each 50mm 
AOL50-150SE Stop End - Cover & Mounting Plate      each 30mm 
AOL50-150AK Accessory Kit - Lid 300mm, GPO Back Box w fixing holes, cable entry     each 300mm 
AOL50-150KIT-BL 1x AOL50-150SFD-BL + 2x AOL150C-BL         each
 

AOL35-150SFD Duct Body (Screw Fixable) 2.4m Length      each 2.4m 
AOL150SFC Duct Cover (Screw Fixed Cover) 1.2m Length           each 1.2m
AOL150C Duct Cover 1.2m Length      each 1.2m
AOL35-150IC Internal Corner Kit - Cover, Mounting Plate & Angled Joiner      each 
AOL35-150EC External Corner Kit - Cover, Mounting Plate & Angled Joiner      each 
AOL35-150SE Stop End - Cover & Mounting Plate      each 
AOL35-150AK Accessory Kit - Lid 300mm, GPO Back Box w fixing holes, cable entry     each 300mm 
AOL35-150KIT-BL 1x AOL35-150SFD-BL + 2x AOL150C-BL      each

AOL4580D28 Duct Body 2.8m Length      each 2.8m
AOL4580D33 Duct Body 3.3m Length      each 3.3m 
AOL4580D40 Duct Body 4.0m Length      each 4.0m 
AOL4580D45 Duct Body 4.5m Length      each 4.5m 
AOL4580C12 Duct Cover 1.2m Length      each 1.2m 
AOL4580C28 Duct Cover 2.8m Length      each 2.8m
AOL4580C33 Duct Cover 3.3m Length      each 3.3m 
AOL4580C40 Duct Cover 4.0m Length      each 4.0m 
AOL4580C45 Duct Cover 4.5m Length      each 4.5m 
AOL4580IC AOL Internal Corner - 45mm x 80mm      each 
AOL4580EC AOL External Corner - 45mm x 80mm      each
ESPCMB AOL / Spacepole Outlet Mounting Box to suit GPO/Data Plates      each 
Z21A054 AOL Segregation Divider (Clip-In) Yellow Plastic - 600mm      each 
AOL45-80JP AOL 45MM X 80MM Joining Pins (Pack of 4)      each      (Pack of 4)

All items add the colour designation after the part number to order the correct colour required 
Natural Anodized (NA) Black (BL) Opal Grey (OG) and Pearl White (PW)
other Standard DULUX Powdercoated finishes are available at extra cost or minimum order quantities apply

www.escoindustries.com.au
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Logo variationsCOLOUR LOGOS
The Pantone logo [A] is the
preferred and primary logo.
Use it whenever possible.

If a coloured background is 
used, make sure that there
is enough contrast for the logo
to remain clear.

When the colour logo is re-
versed [B], it can only be used 
on a dark background.

BLACK AND WHITE LOGO
Solid black and solid white 
version of the logo [C/D] are 
available for use when a sec-
ond ink colour is not available.

A.

B.

C.

D.
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The Esco Clearway “AOL” Series Aluminium 
Skirting Ducts are a 2 channel extruded 
aluminium skirting duct body with a Versiclad 
drop in cover. The duct has purpose made 
mounting kits to accommodate standard service 
outlets for power, data, and communications

AOL Series Profiles

AOL35-150 AOL50-150
Department of Energy Certification No: 6939

Telephone/Data cables enter outlet via 
cut and break out slots

Power cables in 
bottom channel 
enter outlet box 
directly

200mm

TYPE

AOL35-150

AOL40-150

AOL50-150

DEPTH

35mm

40mm

50mm

HEIGHT

150mm

150mm

150mm

LENGTH

2.4m

2.4m

2.4m

CABLE         
CHANNELS

2

2

2

AOL40-150
screw mount option available

AOL Series 
Aluminium Skirting Duct & Accessories
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Skirting Ducts are a 2 channel extruded 
aluminium skirting duct body with a Versiclad 
drop in cover. The duct has purpose made 
mounting kits to accommodate standard service 
outlets for power, data, and communications
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AOL40-150
screw mount option available

AOL Series 
Aluminium Skirting Duct & Accessories

Department of Energy Certification No - 6939       
Manufactured in Australia by ESCO Industries 

45

80Manufactured in Australia by:

Z03G036

Duct BodyDuct Body

Angle Joiner
“Clip-On” Mounting

1)

2)

3)

“Clip-On” Mounting
Bracket

Bracket “Clip-In” Mounting
Bracket

Stop
End

External

Internal

Corner

Corner

Fixing

Fixing

Fixing

Screw

Screw

Screw

Clip the mounting bracket, supplied, into the
centre channel of the duct.
Screw the stop end into place. Refer to Figure 7.
To remove the bracket, simply squeeze the
bracket together and pull.

1)

2)
3)

Stop Ends

Figure 7.
Stop End 
Assembly

Figure 6.
External Corner

 Assembly
Figure 5.

Internal Corner 
Assembly

External Corners

Unit37 Slough Business Park
Silverwater
NSW 2128
Tel: (02) 8799-3700
Fax: (02) 8799-3710

i n d u s t r i e s

Angle Joiner

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket, supplied, onto the centre
channel of the duct.
Screw the external corner into place. Refer to Figure 6.

Duct Body

Internal Corners
1)

2)

3)

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket supplied onto the 
centre channel of the duct.
Screw the internal corner into place. Refer 
Figure 5.

Service Outlet 
Mounting kit

Universal
Stop End

Internal Corner 
Kit

External Corner 
Kit

w
w

w
.escoind.com

.au Bench & Wall Duct Accessory Kit 
Mounting Box

Clip-In  
Divider 

(600mm)

3 2

http://www.escoindustries.com.au
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Skirting Ducts are a 2 channel extruded 
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drop in cover. The duct has purpose made 
mounting kits to accommodate standard service 
outlets for power, data, and communications
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AOL Series 
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Aluminium Skirting Ducting                                                                                 Clearway Series                  designed for simple, yet effective cable management.. 

Manufactured in Australia by:

Z03G036

Duct Body
Duct Body

Angle Joiner
“Clip-On” Mounting

1)

2)

3)

“Clip-On” Mounting
Bracket

Bracket “Clip-In” Mounting
Bracket

Stop
End

External

Internal

Corner

Corner

Fixing

Fixing

Fixing

Screw

Screw

Screw

Clip the mounting bracket, supplied, into the
centre channel of the duct.
Screw the stop end into place. Refer to Figure 7.
To remove the bracket, simply squeeze the
bracket together and pull.

1)

2)
3)

Stop Ends

Figure 7.
Stop End 
Assembly

Figure 6.
External Corner

 Assembly
Figure 5.

Internal Corner 
Assembly

External Corners

Unit37 Slough Business Park
Silverwater
NSW 2128
Tel: (02) 8799-3700
Fax: (02) 8799-3710

i n d u s t r i e s

Angle Joiner

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket, supplied, onto the centre
channel of the duct.
Screw the external corner into place. Refer to Figure 6.

Duct Body

Internal Corners
1)

2)

3)

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket supplied onto the 
centre channel of the duct.
Screw the internal corner into place. Refer 
Figure 5.

Service Outlet 
Mounting kit

Universal
Stop End

Internal Corner 
Kit

External Corner 
Kit

w
w

w
.escoind.com

.au
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Manufactured in Australia by:
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Duct BodyDuct Body

Angle Joiner
“Clip-On” Mounting

1)

2)

3)

“Clip-On” Mounting
Bracket

Bracket “Clip-In” Mounting
Bracket

Stop
End

External

Internal

Corner

Corner

Fixing

Fixing

Fixing

Screw

Screw

Screw

Clip the mounting bracket, supplied, into the
centre channel of the duct.
Screw the stop end into place. Refer to Figure 7.
To remove the bracket, simply squeeze the
bracket together and pull.

1)

2)
3)

Stop Ends

Figure 7.
Stop End 
Assembly

Figure 6.
External Corner

 Assembly
Figure 5.

Internal Corner 
Assembly

External Corners

Unit37 Slough Business Park
Silverwater
NSW 2128
Tel: (02) 8799-3700
Fax: (02) 8799-3710

i n d u s t r i e s

Angle Joiner

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket, supplied, onto the centre
channel of the duct.
Screw the external corner into place. Refer to Figure 6.

Duct Body

Internal Corners
1)

2)

3)

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket supplied onto the 
centre channel of the duct.
Screw the internal corner into place. Refer 
Figure 5.

Service Outlet 
Mounting kit

Universal
Stop End

Internal Corner 
Kit

External Corner 
Kit

w
w

w
.escoind.com

.au

Available in Standard Duct Lengths (2.4m) Cover Lengths (1.2m) standard colours 
Natural Anodized (NA), Black (BL), Opal Grey (OG) or Pearl White (PW) 
ESCO Industries range of AOL wall mounted skirting ducts are a 2 channel extruded aluminium construction with a Versiclad 
drop in cover. (clip-in on bench duct)  The duct has purpose made mounting kits to accommodate standard surface mounted 
outlets (any brand) for power, data & communications or audio visual equipment.  
 
Clearway AOL allows for ease of use, simple future configuration or movement of cables for reticulation as a service duct or 
dress trim for interior walls, floors or desks. 

Non Standard Colours - DULUX Powdercoated Finishes - available on request (at extra cost) or a minimum quantity applies

Manufactured in Australia by:

Z03G036

Duct BodyDuct Body

Angle Joiner“Clip-On” Mounting

1)

2)

3)

“Clip-On” Mounting
Bracket

Bracket “Clip-In” Mounting
Bracket

Stop
End

External

Internal

Corner

Corner

Fixing

Fixing

Fixing

Screw

Screw

Screw

Clip the mounting bracket, supplied, into the
centre channel of the duct.
Screw the stop end into place. Refer to Figure 7.
To remove the bracket, simply squeeze the
bracket together and pull.

1)

2)
3)

Stop Ends

Figure 7.
Stop End 
Assembly

Figure 6.
External Corner

 Assembly
Figure 5.

Internal Corner 
Assembly

External Corners

Unit37 Slough Business Park
Silverwater
NSW 2128
Tel: (02) 8799-3700
Fax: (02) 8799-3710

i n d u s t r i e s

Angle Joiner

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket, supplied, onto the centre
channel of the duct.
Screw the external corner into place. Refer to Figure 6.

Duct Body

Internal Corners
1)

2)

3)

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket supplied onto the 
centre channel of the duct.
Screw the internal corner into place. Refer 
Figure 5.

Service Outlet 
Mounting kit

Universal
Stop End

Internal Corner 
Kit

External Corner 
Kit

w
w

w
.escoind.com

.au

Manufactured in Australia by:
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Duct BodyDuct Body

Angle Joiner
“Clip-On” Mounting

1)

2)

3)

“Clip-On” Mounting
Bracket

Bracket “Clip-In” Mounting
Bracket

Stop
End

External

Internal

Corner

Corner

Fixing

Fixing

Fixing

Screw

Screw

Screw

Clip the mounting bracket, supplied, into the
centre channel of the duct.
Screw the stop end into place. Refer to Figure 7.
To remove the bracket, simply squeeze the
bracket together and pull.

1)

2)
3)

Stop Ends

Figure 7.
Stop End 
Assembly

Figure 6.
External Corner

 Assembly
Figure 5.

Internal Corner 
Assembly

External Corners

Unit37 Slough Business Park
Silverwater
NSW 2128
Tel: (02) 8799-3700
Fax: (02) 8799-3710

i n d u s t r i e s

Angle Joiner

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket, supplied, onto the centre
channel of the duct.
Screw the external corner into place. Refer to Figure 6.

Duct Body

Internal Corners
1)

2)

3)

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket supplied onto the 
centre channel of the duct.
Screw the internal corner into place. Refer 
Figure 5.

Service Outlet 
Mounting kit

Universal
Stop End

Internal Corner 
Kit

External Corner 
Kit

w
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w
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Internal Corner Kit External Corner Kit

Duct  
Body

Internal  
Corner

External  
CornerAccessory Kit 

GPO/Data 
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End
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The duct body may be fixed to the wall by a variety of fixings,
which will be determined by the material used in the wall &
site conditions.
Essentially, the duct will be screwed by some means to the
wall, preferably in the top and bottom channels at an
approximate centre distance of 600mm.
Small grooves (guides) have been provided in the top and
bottom channels of the duct body to assist in drilling holes
for fixing. Refer to Figure 1.

Insert the fishplates half way into one end of the duct
to be joined.
Align the fishplates with the slots on the other duct and
push the two lengths of duct together.
Fishplates can be adjusted once assembled with a
screw driver and a soft faced mallet by tapping them
along the slot.
If you are installing one length of duct between two
lengths of duct previously fixed, press the fishplates
all the way into the slot of the duct body, insert the
length of duct and then tap the fishplates so they
enter the slot of the abutting duct body.

1)

2)

3)

4)

Duct body

Drill guides

Fish plates
(2 supplied for each 
length of duct)

AOL Duct Body

Figure 1.
Duct Fixing & Joining

“Drop-In” Boxes

Covers

Duct body

Data/comm
channel (ELV)

“Drop-in” box

“Drop-in” box

Break line

Segregation
barrier

LV channel

LV channel

Figure 2.
LV Configuration

Figure 3.
ELV Configuration

Determine the orientation of the “drop-in” mounting box
For LV access to the lower channel, the opening in the
box faces down. Refer Figure 2.
For ELV access to the upper channel, the opening in the
box faces up. A 100mm wide slot must be cut in the
segregation rib of the duct body. (Cut down to the break
line and “snap out” the section to be removed.) Refer 
Figure 3.
Position the galvanised backing plate so that the returned
leg slips over the leg of the data/comms duct divider leg.
Position the bottom of the bracket so that two bottom
toggled down legs slip behind the bottom leg of the duct 
body.

Insert the top edge of the cover under the lip at the top
of the duct body and swing the cover down over the
outlet to cover the backing plate.
Let the cover drop into the slot at the bottom of the duct
body.

Covers are cut and fitted as required.
Slide top of cover under the top lip of the duct body.
Push the cover up against the duct body and let it drop
down behind the bottom lip. This will hold the cover in
place.

1)

6)

7)

8)

9)

10)

2)

3)

4)

5)

Figure 4.
Equipment Mounting

1)
2)

Duct body

Data/comm
channel (ELV)

Essentially, all equipment is mounted the same way. The 
main difference being the orientation of the “drop-in” 
mounting box.
Proceed as follows:

100mm

Duct body

Galvanised Backing 
plate

Galvanised Backing 
plate

Position the galvanised backing plate where the 
service outlet is going. Refer Figure 4.
Drop the segregation box into position with the open
end facing down for power and up for the 
data/comms outlets.
Screw the outlet to the galvanised backing plate once 
the segregation box is in position. Refer Figure 4.

AOL CLEARWAY
DUCT SYSTEMS
GENERAL INSTALLATION GUIDE

Type AOL35-150 (35mm x 150mm)
Type AOL40-150 (40mm x 150mm)
Type AOL50-150 (50mm x 150mm)

i n d u s t r i e s

Galvanised
backing plate

Drop-in box

GPO

Cover
plate

  

Duct Stop End Kit

Skirting Duct 

   Part Number	    Description  	 	 	 	 	       Pack	   Length

i n d u s t r i e s
CLEARWAY

www.escoind.com.au

AOL Bench Series 
Aluminium Duct

33.00

57.00

AOL45- 80 A1-57
THESE PRODUCTS ARE MANUFACTURED IN AUSTRALIA BY ESCO
INDUSTRIES PTY. LTD. UNDER A QUALITY SYSTEM CERTIFIED AS
COMPLYING WITH ISO 9001  BY NATA CERTIFICATION SERVICES

Department of Energy Certification No: 6939

The Esco Clearway AOL Series Aluminium Bench Duct is a single channel extruded 
aluminium skirting duct body and clip in cover. The duct has purpose made mounting kits 
to accommodate standard service outlets for power, data, and communications  (HPM 
XL, Clipsal 2000, PDL 600 Series).  The duct can be fitted with a divider to allow for 
separation of services. 

The Esco Clearway A1 Series Aluminium Bench Duct is a single channel extruded aluminium 
skirting duct body and Versiclad drop in cover. The duct has a purpose made mounting kit 
to accommodate skirting GPO’s (HPM 792 and Clipsal 16/2MF).  

The A1 Series duct is manufactured to order and is not stocked.

The AOL and A1 Series duct is supplied in Black, Opal Grey (Light Grey), and a Natural Ano-
dised finish.  Special colours to suit customer’s requirement available upon request.

AOL45- 80

Accessory

Duct Body 2.8m

Duct Cover 2.8m

Duct Body 2.4m

Duct Cover 1.2m

Accessory Kits (Pwr, Data, 
Comm outlets) Single Channel

Accessory Kits (Pwr, Data,
 Comm outlets) Dual Channel

Internal Corners

External Corners

Divider (600mm long)

Stop Ends

Joiners

AOL45-80

AOL45-80D

AOL45-80C

n/a

AOL45-80C12
 
AOL45-80AK

ESPCMB
 
coming soon
 
coming soon

Z15A921

AOL45-80SE

AOL45-80JP

A1-57

n/a

n/a

A1-57D

A1-57C
 
A1-57P

n/a
 
A1-57IC

A1-57EC

n/a

A1-57LHS/RHS

Supplied with
duct body

TYPE

AOL45-80

A1-57

DEPTH

45mm

33mm

HEIGHT

80mm

57mm

LENGTH

2.8m

2.4m

CABLE         
CHANNELS

1

1
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AOL50-150SFD Duct Body (Screw Fixable) 2.4m Length      each 2.4m 
AOL150SFC Duct Cover (Screw Fixed Cover) 1.2m Length      each 1.2m
AOL150C Duct Cover 1.2m Length      each 1.2m
AOL50-150IC Internal Corner Kit - Cover, Mounting Plate & Angled Joiner      each 15mm 
AOL50-150EC External Corner Kit - Cover, Mounting Plate & Angled Joiner      each 50mm 
AOL50-150SE Stop End - Cover & Mounting Plate      each 30mm 
AOL50-150AK Accessory Kit - Lid 300mm, GPO Back Box w fixing holes, cable entry     each 300mm 
AOL50-150KIT-BL 1x AOL50-150SFD-BL + 2x AOL150C-BL         each
 

AOL35-150SFD Duct Body (Screw Fixable) 2.4m Length      each 2.4m 
AOL150SFC Duct Cover (Screw Fixed Cover) 1.2m Length           each 1.2m
AOL150C Duct Cover 1.2m Length      each 1.2m
AOL35-150IC Internal Corner Kit - Cover, Mounting Plate & Angled Joiner      each 
AOL35-150EC External Corner Kit - Cover, Mounting Plate & Angled Joiner      each 
AOL35-150SE Stop End - Cover & Mounting Plate      each 
AOL35-150AK Accessory Kit - Lid 300mm, GPO Back Box w fixing holes, cable entry     each 300mm 
AOL35-150KIT-BL 1x AOL35-150SFD-BL + 2x AOL150C-BL      each

AOL4580D28 Duct Body 2.8m Length      each 2.8m
AOL4580D33 Duct Body 3.3m Length      each 3.3m 
AOL4580D40 Duct Body 4.0m Length      each 4.0m 
AOL4580D45 Duct Body 4.5m Length      each 4.5m 
AOL4580C12 Duct Cover 1.2m Length      each 1.2m 
AOL4580C28 Duct Cover 2.8m Length      each 2.8m
AOL4580C33 Duct Cover 3.3m Length      each 3.3m 
AOL4580C40 Duct Cover 4.0m Length      each 4.0m 
AOL4580C45 Duct Cover 4.5m Length      each 4.5m 
AOL4580IC AOL Internal Corner - 45mm x 80mm      each 
AOL4580EC AOL External Corner - 45mm x 80mm      each
ESPCMB AOL / Spacepole Outlet Mounting Box to suit GPO/Data Plates      each 
Z21A054 AOL Segregation Divider (Clip-In) Yellow Plastic - 600mm      each 
AOL45-80JP AOL 45MM X 80MM Joining Pins (Pack of 4)      each      (Pack of 4)

All items add the colour designation after the part number to order the correct colour required 
Natural Anodized (NA) Black (BL) Opal Grey (OG) and Pearl White (PW)
other Standard DULUX Powdercoated finishes are available at extra cost or minimum order quantities apply

www.escoindustries.com.au
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Logo variationsCOLOUR LOGOS
The Pantone logo [A] is the
preferred and primary logo.
Use it whenever possible.

If a coloured background is 
used, make sure that there
is enough contrast for the logo
to remain clear.

When the colour logo is re-
versed [B], it can only be used 
on a dark background.

BLACK AND WHITE LOGO
Solid black and solid white 
version of the logo [C/D] are 
available for use when a sec-
ond ink colour is not available.

A.

B.

C.

D.
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The Esco Clearway “AOL” Series Aluminium 
Skirting Ducts are a 2 channel extruded 
aluminium skirting duct body with a Versiclad 
drop in cover. The duct has purpose made 
mounting kits to accommodate standard service 
outlets for power, data, and communications

AOL Series Profiles

AOL35-150 AOL50-150
Department of Energy Certification No: 6939

Telephone/Data cables enter outlet via 
cut and break out slots

Power cables in 
bottom channel 
enter outlet box 
directly

200mm

TYPE

AOL35-150

AOL40-150

AOL50-150

DEPTH

35mm

40mm

50mm

HEIGHT

150mm

150mm

150mm

LENGTH

2.4m

2.4m

2.4m

CABLE         
CHANNELS

2

2

2

AOL40-150
screw mount option available

AOL Series 
Aluminium Skirting Duct & Accessories
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The Esco Clearway “AOL” Series Aluminium 
Skirting Ducts are a 2 channel extruded 
aluminium skirting duct body with a Versiclad 
drop in cover. The duct has purpose made 
mounting kits to accommodate standard service 
outlets for power, data, and communications
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Department of Energy Certification No: 6939
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AOL40-150
screw mount option available

AOL Series 
Aluminium Skirting Duct & Accessories

Department of Energy Certification No - 6939       
Manufactured in Australia by ESCO Industries 
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80Manufactured in Australia by:

Z03G036

Duct BodyDuct Body

Angle Joiner
“Clip-On” Mounting

1)

2)

3)

“Clip-On” Mounting
Bracket

Bracket “Clip-In” Mounting
Bracket

Stop
End

External

Internal

Corner

Corner

Fixing

Fixing

Fixing

Screw

Screw

Screw

Clip the mounting bracket, supplied, into the
centre channel of the duct.
Screw the stop end into place. Refer to Figure 7.
To remove the bracket, simply squeeze the
bracket together and pull.

1)

2)
3)

Stop Ends

Figure 7.
Stop End 
Assembly

Figure 6.
External Corner

 Assembly
Figure 5.

Internal Corner 
Assembly

External Corners

Unit37 Slough Business Park
Silverwater
NSW 2128
Tel: (02) 8799-3700
Fax: (02) 8799-3710

i n d u s t r i e s

Angle Joiner

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket, supplied, onto the centre
channel of the duct.
Screw the external corner into place. Refer to Figure 6.

Duct Body

Internal Corners
1)

2)

3)

Use the 2 angle joiners supplied to connect two 
halves together.
Clip the mounting bracket supplied onto the 
centre channel of the duct.
Screw the internal corner into place. Refer 
Figure 5.

Service Outlet 
Mounting kit

Universal
Stop End

Internal Corner 
Kit

External Corner 
Kit

w
w

w
.escoind.com

.au Bench & Wall Duct Accessory Kit 
Mounting Box

Clip-In  
Divider 

(600mm)

3 2

http://www.escoindustries.com.au


CABLE MANAGEMENT SOLUTIONS

ESCO Industries is an Australian based manufacturer of 
commercial and industrial equipment, floor boxes, skirting duct, 
electrical accessories, spacepoles, gnomes, cable duct and other 
cable management solutions.  
 
Whether it be a new 50 level commercial or apartment building,  
or a small office fit-out, Esco Industries, including our installation 
team, can provide a customised solution to meet your needs. 

F

Sold as a complete unit, switch panel & wall box, with white grids as standard (Black available on request).

- Price on request.

. Price for custom units on application.

Mechanisms not included - Pricing can be obtained from latest HPM price list.

Custom Models Available
Stainless Steel
 Switch panel

Stainless Steel 
Lockable Door

www.escoind.com.au

SWITCHWAY
i n d u s t r i e s Multi-Row Switch Panels

i n d u s t r i e s
CLEARWAY

40

56

47

47

20

40

56

47

47

20

COM/DATA

35

47

56

47

FIT OFF
ZONE

POWER

COM/DATA

50

47

56

47

FIT OFF
ZONE

POWER

FIT OFF
ZONE

COM/DATA

POWER

NEW

www.escoind.com.au

The Esco Clearway “AOL” Series Aluminium 
Skirting Ducts are a 2 channel extruded 
aluminium skirting duct body with a Versiclad 
drop in cover. The duct has purpose made 
mounting kits to accommodate standard service 
outlets for power, data, and communications

AOL Series Profiles

AOL35-150 AOL50-150
Department of Energy Certification No: 6939

Telephone/Data cables enter outlet via 
cut and break out slots

Power cables in 
bottom channel 
enter outlet box 
directly

200mm

TYPE

AOL35-150

AOL40-150

AOL50-150

DEPTH
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50mm

HEIGHT

150mm

150mm

150mm

LENGTH

2.4m
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CHANNELS

2

2

2

AOL40-150
screw mount option available

AOL Series 
Aluminium Skirting Duct & Accessories

Standard Ducting Colours - other DULUX powdercoated options available at extra cost

   Black (BL)                    Natural Anodized (NA)	         Pearl White (PW) 	 	 Opal Gray (OG)

Ducting Solutions designed for modern needs 
Commercial Building Interiors and office spaces are innovative, stylish and very effectively designed. 
ESCO AOL Series skirting products are designed to compliment and enhance the fit-out with functionality 
and flexible future proof installation needs by simply distributing services effectively around any installation. 
 
Include standard features like dividers for segregated cable services for power, data/comms, security a/v and 
more or either a clip-in or screw on cover feature for integrity, colour options, finishes and accessories to 
make fit-off & mounting plus a neat & tidy installation all part of a typical job. 
 

Market Strength with Reliability 
ESCO is a recognised market leader in the design and manufacture of Cable Management  
and Cable Reticulation products for use in IT, Security, Medical, Communications, Audio Visual  
and Electrical Distribution industries.  

Be it a safe place to house, mount, protect or distribute your valuable assets including your  
Cable Management and Connections, Audio Visual Equipment, Telecommunications,  
Data or Server Information Technology and much more...  
 
Project Installation Service 
ESCO’s Installation team have over 15 years experience at installing as well  
as over 60 years of manufacturing and supplying your project requirements.  
If its a total solution you require, simply ask us to provide a quotation.  

Contact your local ESCO representative to discuss your project requirements directly  
for further information, product samples or specification details.
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Service outlets of all popular makes including HPM, Clipsal & PDL can be fixed directly to the open face 
of the body and may be butted end to end or spaced apart if required, while still maintaining full 
segregation between power & data circuits.

*  Outlets not included.
*  The full length cover provided can be cut to allow for the outlets to be mounted.
* Each pole comes complete with T-Bar Ceiling Mounting Kit, Ceiling Flange and Floor Mounting Kit.
*  The poles can be used horizontally as a bench or skirting duct.
*  Poles longer than 3.3m may need additional support.
*  Can be supplied with divider only or as an empty pole. 
* All poles are 80mm wide x 45mm deep.

NOTES: * Each Spacepole comes with a T-Bar Ceiling Mounting Kit, Ceiling Flange and Floor Mounting Kit.
 These part numbers are for additional or spare parts.
 ** To mount 2 poles back to back you will require 1x ESPCCF2 and 1x ESPCCK2. Each pole

is already fitted with a floor mounting bracket so you will not need additional brackets. 

Catalog Number. Description

ESPC28-OG
ESPC28-OW
ESPC28-BL
ESPC28-NA
ESPC33-OG
ESPC33-OW
ESPC33-BL
ESPC33-NA
ESPC40-OG
ESPC40-OW
ESPC45-OG
ESPC45-OW

2.8 Metre length of Spacepole - Opal Grey
2.8 Metre length of Spacepole - Off White
2.8 Metre length of Spacepole - Black
2.8 Metre length of Spacepole - Natural Anodised
3.3 Metre length of Spacepole - Opal Grey
3.3 Metre length of Spacepole - Off White
3.3 Metre length of Spacepole - Black
3.3 Metre length of Spacepole - Natural Anodised
4.0 Metre length of Spacepole - Opal Grey
4.0 Metre length of Spacepole - Off White
4.5 Metre length of Spacepole - Opal Grey
4.5 Metre length of Spacepole - Off White

SPACEPOLE SERVICE COLUMN

T-Bar Kit

Floor Mounting
Kit

SPACEPOLE SERVICE COLUMN ACCESSORIES

Catalog Number

AOL45-80SE-OG
AOL45-80SE-OW
AOL45-80SE-NA
AOL45-80SE-BL
Z15A921
ESPCCF
ESPCCF2
ESPCCK
ESPCCK2
ESPCFB
AOL45-80JP
ESPCMB

Blank End suits Spacepole or AOL45-80 Duct - Opal Grey
Blank End suits Spacepole or AOL45-80 Duct - Off White
Blank End suits Spacepole or AOL45-80 Duct - Natural Anodised
Blank End suits Spacepole or AOL45-80 Duct - Black
600mm Segregation Divider, suits Spacepole or AOL45-80 duct
Spare Ceiling Flange White *
Double Ceiling Flange White for back to back mounting
Spare Ceiling Mounting Kit *
Double Ceiling Mounting Kit for back to back mounting
Spare Floor Bracket *
Joiner Plates suit Spacepole or AOL45-80 Duct 
Outlet Mounitng Box suits Spacepole or AOL45-80 Duct

Description

Unit 37 Slough Business Park
Silverwater, NSW, 2128
Tel:  (02) 8799 3700
Fax: (02) 8799 3710
www.escoind.com.au

June 2007
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Service outlets of all popular makes including HPM, Clipsal & PDL can be fixed directly to the open face 
of the body and may be butted end to end or spaced apart if required, while still maintaining full 
segregation between power & data circuits.

*  Outlets not included.
*  The full length cover provided can be cut to allow for the outlets to be mounted.
* Each pole comes complete with T-Bar Ceiling Mounting Kit, Ceiling Flange and Floor Mounting Kit.
*  The poles can be used horizontally as a bench or skirting duct.
*  Poles longer than 3.3m may need additional support.
*  Can be supplied with divider only or as an empty pole. 
* All poles are 80mm wide x 45mm deep.

NOTES: * Each Spacepole comes with a T-Bar Ceiling Mounting Kit, Ceiling Flange and Floor Mounting Kit.
 These part numbers are for additional or spare parts.
 ** To mount 2 poles back to back you will require 1x ESPCCF2 and 1x ESPCCK2. Each pole

is already fitted with a floor mounting bracket so you will not need additional brackets. 

Catalog Number. Description

ESPC28-OG
ESPC28-OW
ESPC28-BL
ESPC28-NA
ESPC33-OG
ESPC33-OW
ESPC33-BL
ESPC33-NA
ESPC40-OG
ESPC40-OW
ESPC45-OG
ESPC45-OW

2.8 Metre length of Spacepole - Opal Grey
2.8 Metre length of Spacepole - Off White
2.8 Metre length of Spacepole - Black
2.8 Metre length of Spacepole - Natural Anodised
3.3 Metre length of Spacepole - Opal Grey
3.3 Metre length of Spacepole - Off White
3.3 Metre length of Spacepole - Black
3.3 Metre length of Spacepole - Natural Anodised
4.0 Metre length of Spacepole - Opal Grey
4.0 Metre length of Spacepole - Off White
4.5 Metre length of Spacepole - Opal Grey
4.5 Metre length of Spacepole - Off White

SPACEPOLE SERVICE COLUMN

T-Bar Kit

Floor Mounting
Kit

SPACEPOLE SERVICE COLUMN ACCESSORIES

Catalog Number

AOL45-80SE-OG
AOL45-80SE-OW
AOL45-80SE-NA
AOL45-80SE-BL
Z15A921
ESPCCF
ESPCCF2
ESPCCK
ESPCCK2
ESPCFB
AOL45-80JP
ESPCMB

Blank End suits Spacepole or AOL45-80 Duct - Opal Grey
Blank End suits Spacepole or AOL45-80 Duct - Off White
Blank End suits Spacepole or AOL45-80 Duct - Natural Anodised
Blank End suits Spacepole or AOL45-80 Duct - Black
600mm Segregation Divider, suits Spacepole or AOL45-80 duct
Spare Ceiling Flange White *
Double Ceiling Flange White for back to back mounting
Spare Ceiling Mounting Kit *
Double Ceiling Mounting Kit for back to back mounting
Spare Floor Bracket *
Joiner Plates suit Spacepole or AOL45-80 Duct 
Outlet Mounitng Box suits Spacepole or AOL45-80 Duct

Description

Unit 37 Slough Business Park
Silverwater, NSW, 2128
Tel:  (02) 8799 3700
Fax: (02) 8799 3710
www.escoind.com.au

June 2007

   Cableway Ducting	     Spacepole	Service Columns         Floorway Outlets	             Switchway Panels

HEAD OFFICE  
89 Egerton Street 
(Cnr Fariola & Egerton)  
Silverwater, NSW 2128, Australia 
T: 1300 879 363  
F: 1300 879 364  
customer.service@escoindustries.com.au 

www.escoindustries.com.au  
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MODEMPAK NZ 
30 Fairfax Ave, Penrose,  
Auckland 1642, New Zealand 
D: +64 9 526 1880  Freecall: 0800 663 367  
F: +64 9 580 0606  

customer.service@modempak.co.nz 

www.modempak.co.nz

THE ESCO GROUP OF COMPANIES

mailto:customer.service@escoindustries.com.au
mailto:customer.service@modempak.co.nz

